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APPLICATIONS
◆ Cellular Handsets & Accessories
◆ Antennas
◆ High Spped I/O Lines
◆ Keypads, Side Keys, LCD Displays
◆ Battery, Power Lines
◆ Notebooks & Desktop Computers
◆ Portable Instrumentation

IEC COMPATIBILITY
◆ IEC61000-4-2 (ESD) ±30kV (air), ±30kV (contact)
◆ IEC61000-4-4 (EFT) 40A (5/50ηs)
◆ IEC61000-4-5 (LIGHTING) 14A (8/20μs)

FEATURES
◆ 100 Watts Peak Pulse Power per Line (tp=8/20μs)
◆ Protects Two Lines
◆ Low ClampingVoltage
◆ Working Voltages : 5V
◆ Low Leakage Current

MECHANICALCHARACTERISTICS
◆ JEDEC SOT-23 Package
◆ Molding Compound Flammability Rating : UL 94V-O
◆ Weight 8 Millgrams (Approximate)
◆ Quantity Per Reel : 3,000pcs
◆ Reel Size : 7 inch
◆ Lead Finish : Lead Free

PIN CONFIGURATION

SOT-23
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DEVICECHARACTERISTICS

MAXIMUM RATINGS (@ 25℃Unless Otherwise Specified)

Rating Symbol Value Unit

Peak Pulse Power (tp=8/20μs waveform) Ppp 400 W

Lead Soldering Temperature TL 260 (10 sec.) °C

Operating Temperature Range TJ -40 ~ 125 °C

Storage Temperature Range Tstg -55 ~ 150 °C

ELECTRICAL CHARACTERISTICS PER LINE (@ 25℃Unless Otherwise Specified)

PART NUMBER

DEVICE

MARKING

VRWM

(V)

(max.)

VB
(V)

(min.)

IT

(mA)

VC
(8/20us)
@1A

(max.)

VC
(8/20us)

(max.) (@A)

IR
(μA)

(max.)

CT

(pF)

(typ.)

ESD3T5V0U2I401H N05 5.0 6.0 1 9.8 30 14 1 0.6
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TYPIC CHARACTERISTICS

8 x 20μs Waveform Power DeratingCurve

Clamping Voltage vs. Peak Pulse Current (tp=8/20us)
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TYPIC CHARACTERISTICS

Typic Capacitance vs. Reverse Voltage

Insection Loss (S21)
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SOT-23 PACKAGE OUTLINE &DIMENSIONS

* SOLDERING FOOTPRINT
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