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APPLICATIONS

IEC COMPATIBILITY

FEATURES

MECHANICAL CHARACTERISTICS

DUAL LINE CAN BUS PROTECTOR

◆ Dual CAN BUS Protection
◆ Automatic Teller Machines
◆ Security systems
◆ Desktops, Servers, Notebooks & Handhelds
◆ Microprocessor Based Equipment
◆ Set-Top Box

◆ IEC61000-4-2 (ESD) ±30kV (air), ±30kV (contact)
◆ IEC61000-4-4 (EFT) 40A (5/50ηs)
◆ IEC61000-4-5 (LIGHTING) 7A (8/20μs)

◆ 300 Watts Peak Pulse Power per Line (tp=8/20µs)
◆ Protects Two Lines
◆ Low Clamping Voltage
◆ Working Voltages : 24V
◆ Low Leakage Current

◆ JEDEC SOT-23 Package
◆ Molding Compound Flammability Rating : UL 94V-O
◆ Weight 8 Millgrams (Approximate)
◆ Quantity Per Reel : 3,000pcs
◆ Reel Size : 7 inch
◆ Lead Finish : Lead Free

SOT-23

PIN CONFIGURATION
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DEVICE CHARACTERISTICS

MAXIMUM RATINGS (@ 25℃ Unless Otherwise Specified)
PARAMETER SYMBOL VALUE UNITS

Peak Pulse Power (tp=8/20μs waveform) PPP 300 Watts
Lead Soldering Temperature TL 260 (10 sec.) ℃

Operating Temperature Range TJ -55 ~ 150 ℃

Storage Temperature Range TSTG -55 ~ 150 ℃

ELECTRICAL CHARACTERISTICS PER LINE (@ 25℃ Unless Otherwise Specified)

PART NUMBER DEVICE
MARKING
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SESD2CAN 27E 24 26.7 1 33 47 7 1 25
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8/20 s pulse waveform according to
IEC 61000-4-5

ESD pulse waveform according to
IEC 61000-4-2
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SOT-23 PACKAGE OUTLINE & DIMENSIONS

* SOLDERING FOOTPRINT

http://www.hsmelect.com

	8/20 s pulse waveform according to IEC 61000-4-5

